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FIG. 1B 

SPACING OF PACKETS IN 
MEDIA STREAM 20a NEAR 
ENDPOINT 12a (AT 20a- 1) 



PACKETS 
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SPACING OF PACKETS IN MEDIA 
STREAM 20a BEFORE JITTER 
BUFFER 22 ASSOCIATED WITH 
ENDPOINT 12b (AT 20a-2) 
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FIG. 2 CsmH 
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RECEIVE VOICE PACKET FROM VOICE STREAM AT ROUTER 



MEASURE AMOUNT OF JITTER IN VOICE STREAM 



COMPARE JIHER MEASUREMENT OF VOICE STREAM TO THE 
MEASUREMENT OF JITTER IN OTHER VOICE STREAMS IN QUEUE 



POSITION VOICE PACKET IN QUEUE BASED 
AT LEAST IN PART ON JIHER COMPARISON 



STORE POSITION OF VOICE PACKET IN QUEUE AND 
MEASUREMENT OF ITS VOICE STREAM'S JITTER IN THE TABLE 
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FIG. 3 



MEASURE THE AMOUNT OF 
JITTER IN THE MEDIA 
STREAM AT A THIRD ROUTER 



COMMUNICATE THE AMOUNT 
OF JITTER MEASURED AT 
THE THIRD ROUTER TO 
A FIRST ROUTER 



PRIORITIZE THE TIMING OF 
THE TRANSMISSION OF A 
PACKET FROM THE FIRST 
ROUTER TOWARD THE THIRD 

ROUTER VIA A SECOND 
ROUTER BASED AT LEAST IN 
PART ON THE AMOUNT OF 
JITTER MEASURED AT 
THE THIRD ROUTER 



FIG. 4 



MEASURE THE AMOUNT OF 
JITTER IN THE ROUTER 



COMMUNICATE THE MEASURED 
AMOUNT OF JITTER TO A 
CENTRAL SERVER 



ANALYZE THE RELATIVE 
AMOUNT OF JITTER IN 
TWO OR MORE ROUTERS 



I 



PRIORITIZE TRANSMISSION OF 
PACKETS FROM THE ROUTERS 
SO AS TO REDUCE OVERALL 
PERCEIVED JITTER EFFECT 
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FIG. 5 



RECEIVES FIRST VOICE 
PACKET FROM FIRST MEDIA 
STREAM AT FIRST ROUTER 



MEASURE AMOUNT OF JITTER 
IN FIRST MEDIA STREAM 



COMPARE JITTER MEASUREMENT 
OF FIRST MEDIA STREAM TO THE 

MEASUREMENT OF JITTER IN 
OTHER MEDIA STREAMS IN QUEUE 



MEASURE THE AMOUNT OF JITTER 

ASSOCIATED WITH A THIRD 
ROUTER IN THE PROJECTED PATH 
OF THE FIRST MEDIA STREAM 



COMMUNICATE THE AMOUNT OF 
JITTER ADDED TO THE MEDIA 
STREAM BY THE THIRD ROUTER 
TO THE FIRST ROUTER 



ASSESS AND COMPARE THE 
AMOUNT OF JIHER ADDED TO THE 
MEDIA STREAM BY THE THIRD 

ROUTER TO THE MEASURED 
AMOUNT OF JITTER, IF AVAIUBLE, 
ASSOCIATED WITH OTHER ROUTERS 



POSITION FIRST VOICE PACKET IN 
QUEUE OF FIRST ROUTER BASED 

AT LEAST IN PART ON JITTER 
COMPARISON OF PACKETS IN THE 
QUEUE AT THE FIRST ROUTER AND 
BASED AT LEAST IN PART ON THE 

AMOUNT OF JITTER MEASURED 
AT THE THIRD ROUTER 



STORE POSITION OF FIRST 
VOICE PACKET IN QUEUE 
AND MEASUREMENT OF FTS 
JITTER IN THE TABLE 



